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FEATURES: 

Cat.6A U/UTP Consolidation Point cable is using 

 Flexible 500MHz U/UTP patch cable  

 RJ45 unshielded plug to unshielded keystone jack  

 180D unshielded keystone jack ( 109121010) 

 Factory terminated and tested 

 Customized length ≧( 7m) 

 Test service and results attached upon request 

Compliant with  

 ISO/IEC 11801-1 Class Ea:2017 

 EN 50173-1:2018 

 ANSI/TIA 568.2-D:2018 

Compliant with fire safety standard as 

 IEC 60332-1-2:2004 

 IEC 60754-2:2011 (Edition 2.0) 

 RoHS compliant (EU Directive 2011/65/EC) 

 

CONFIGURATION: 

Patch Cable: 

 

 

 

 

 

 

 

 

 

 

 

Conductor Material / size Bare Copper / 24 AWG 

Insulation  Material  HDPE 

Thickness  Average: 0.235 mm    Min. at any point: 0.185 mm 

Diameter  1.03 ± 0.03 mm 

Sheath  Material  PVC LSOH 

Thickness 
Average: 0.65 mm 

Min. at any point: 0.60 mm

Average: 0.65 mm 

Min. at any point: 0.60 mm 

Diameter 7.5 ± 0.3 mm 7.5 ± 0.3 mm 

Operation Temperature -20°C~+60°C 

Installation Temperature 0°C~+50°C 

Storage Temperature -30°C~+60°C 
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Premium-Line Systems GmbH, Rosenheimer Str.89, D-83064 Raubling, Germany 

► TEL: + 49(0)8035 9836 0 ► Fax: + 49(0)8035 9836 22 

Keystone Jack:  

 

 

APPLICATION: 

 10G BASE-T Ethernet, 1000 BASE-TX Gigabit Ethernet, 1000 BASE-T Gigabit Ethernet 

ORDERING INFORMATION: 

Part NO.    7191xyyy520 

Description      Cat.6A U/UTP Consolidation Point Cable, grey 

x, sheath          1: PVC    2: LSOH 

yyy, length         070: 7m   100: 10m   150: 15m   200: 20m 

Packing             

Individual packing: 1pcs in Premium Line PE bag up to 15m length, above 15m length neutral PE bag 

        

 


