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FEATURES: 

 Meeting or exceed the ANSI/TIA 568-C.2，ISO/IEC 11801 and EN 50173-1 specification. 

 Dual type IDC connector can accept 22-26 AWG solid and stranded cables.  

 High-impact housing 

 Available in one or two port 

 1 port size: 65.5*49*25mm, 2 ports size:60*62*25.5mm 

 RoHS compliant 

 
 

CHARACTERISTICS: 

Dielectric Strength 

Current Rating 

Insulation Resistance 

Contact Resistance 

Temperature Range 

Humidity 

Material Flame Rating 

Admissible Conductor 

8pin contact in Jack  

 

 

Plate 

IDC 

 

 

 

1000V RMS for 1min 

1.5Amp Max. 

10MΩ Min.  

2mΩ per contact 

-10  ℃ to 60℃ 

10%~90%; non condensing 

UL94 V-0 

22AWG ~ 26AWG insulation wire 

Phosphor bronze, 50μ-inch gold plating over nickel plating in 

contact area 

Operating life: Minimum 750 insertions 

ABS 

Dual 8pin IDC 

Main body: PC 

IDC Contacts:100μ inch nickel plated over phosphor bronze 

Operating life: Minimum 250 Re-terminations 
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APPLICATION: 

 10Base-T/100Base-TX/100Base-T4/1000Base-T 

 ATM-25/ATM-51/ATM-155/100VG-AnyLan 

 TR-4/TR-16 Active/TR16 Passive 

DRAWING: 

 

 1-port 
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   2-port 

 

 

ORDERING INFORMATION: 

Part No.      165x11211 

Description    Premium Line Cat.5e unshielded mounted box, PCB type, dual type IDC, white 

x: port        1: 1-port     2: 2-port  

packing      1pc/PE bag, 20pcs/box, 200pcs/carton(1port)  

carton dimension, 57*35*22cm, weight  N.W. 6.6KG  G.W. 8.2KG 

1pc/PE bag, 15pcs/box, 150pcs/carton(2port)  

carton dimension, 57*35*22cm, weight  N.W. 6.6KG  G.W. 8.76KG 

 

 

 

 

 

 
Premium-Line Systems GmbH. Rosenheimer Str.89, D-83064 Raubling. Germany 

► TEL:+49(0)8035 9836 0 ► Fax:+49(0)8035 9836 22 


