®
prem,um ISDN (Cat.3) 90 ° Unshielded Patch Panel
Ime Dual Type IDC

|
Part No. 17311xx1y Ver. 2201 Product Specification

FEATURES:

o ISDN Category 3 high-density patch panel with 25 or 50 numbered RJ45 ports
o Integrated cable management

e Color: light grey (RAL 7035) or black

e Material: SECC 1.6mm thickness

e Suitable for all 19" EIA racks, 1U/25ports or 1U/50ports upon request

e IDC connector housing: ABS

e IDC connector can accept 23-26 AWG solid and stranded cables

o IDC connector contact material/plating: phosphor bronze/ tin over nickel

e PCB jack housing: glass filled polyester UL94-0

o PCB jack contact material/plating: phosphor bronze/3u inch gold over nickel
e Inclusive ground wire, cable ties and set of screws (M6)

e ROHS compliant

APPLICATIONS:

e 10BASE-T Ethernet
e Supports all voice systems

Premium Line Systems GmbH reserves the right to change specifications without prior notice.
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prem,um ISDN (Cat.3) 90 ° Unshielded Patch Panel
Ime Dual Type IDC
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TYPICAL PERFORMANCE:

Channel Link Performance Data for Cat.3 unshielded solution

dB MEXT dB [nsertion Loss
120 40
35
1aa
30
&0 Typical
- 25
) 20 Lirmit
15
40 -
K/Umm 10 Typical
0 s //
] 0
0 s 10 15 20 2% 30 3% 40 45 50 o 5 10 15 20 25 30 35 40 45 50
Frequency (MHz) Frequency (MHz)
DRAWING:
25-port:
12,
e
(e ‘ [
T ] w]
(—)f'11==4a e'r*sm 1\|:1F1£|u ||111P|lm mz-m:\qﬁlf

487

TR 520 2 P P R R LRSS
f{MHUUUUUH UUUUHUUUUUUUUUHUUUUUH

(]

50-port:

\ SSSSs SEESE === mog'm e

o rF B ® N ﬂﬂl—’ uwuua -lﬂl’hd W AT W o W

0000000000000000000001]
T EEEEELEEEEEJEEEEE EEEEE_:

Premium Line Systems GmbH reserves the right to change specifications without prior notice.
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p.rem,um ISDN (Cat.3) 90 ° Unshielded Patch Panel
line Dual Type IDC

Part No. 17311xx1y Ver. 2201 Product Specification

ORDERING INFORMATION:

Part No. 17311xx1y

Description ISDN (Cat.3) 90 ° unshielded patch panel, dual type IDC
XX, port no. 25: 25-port  50: 50-port

y, color 2: black 9: RAL7035

packing 1pc/box, 10pcs/carton,

carton size: 52*28*29 cm, weight: NW. 11.0 KG G.W. 13.5 KG

Premium-Line Systems GmbH, Rosenheimer Str.89, D-83064 Raubling, Germany

» TEL: + 49(0)8035 9836 0 P Fax: + 49(0)8035 9836 22

Premium Line Systems GmbH reserves the right to change specifications without prior notice.
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