?_I‘emium® Category 5e SF/UTP Installation Cable, PE
mne

Part No. 205346x22 Ver. 1902 Product Specification

FEATURES:

Comply with all Category 5e requirements as:
e ISO/IEC 11801-1 Class D:2017
e |EC 61156-5:2012(Edition 2.2)
e CENELEC EN 50288-2-1:2013
e« ANSI/TIA-568.2-D:2018
e CENELEC EN 50173-1:2018
e ROHS compliant (EU Directive 2011/65/EC)

CONFIGURATION:

Material Bare Copper
Conductor :
Construction 24 AWG
] Material HDPE
Insulation .
Diameter 1.00 £ 0.05 mm
Inner-Shield Aluminum-Mylar Insulation on inside surface
Braiding Material Tinned Copper
Material LDPE / Black
Sheath :
Diameter 6.6 £ 0.5 mm

BC conductor

2 3
Insulation ORANGE | GREEN
/MWHITE MHITE
Mylar

BLUE BROWN
AL /Mylar MHITE | WHITE

EBraid L +

Sheath
APPLICATION:

o 1000BASE-T Gigabit Ethernet, 100BASE-TX Fast Ethernet, 10BASE-T, Voice, ISDN

Premium Line Systems GmbH reserves the right to change specifications without prior notice.
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line

Category 5e SF/UTP Installation Cable, PE

Part No. 205346x22

Ver. 1902

ELECTRICAL PERFORMANCE:

Product Specification

q 722kHz 102 + 15%
Impedance ;
1~125MHz | 100 + 15% [ ]7a [ Typica
Freq Attenuation NEXT PS NEXT ACR PSACR ACR-F PSACR-F Return Loss
(MHz) (dB) (dB) (dB) (dB) (dB) (dB) (dB) (dB)
Nor. | Typ. | Nor. | Typ. | Nor. | Typ. | Nor. | Typ. | Nor. | Typ. | Nor. | Typ. | Nor. | Typ. | Nor. | Typ.
1.0 2.0 18 | 653 | 793 | 623 | 722 | 633 | 775 | 60.3 | 775 | 63.8 | 84.8 | 60.8 | 78.8 | 20.0 | 27.0
4.0 4.1 37 | 563 | 70.3 | 53.3 | 63.3 | 52.2 | 66.6 | 49.2 | 59.6 | 51.7 | 72.8 | 48.7 | 68.8. | 23.0 | 32.0
10.0 6.5 58 | 50.3 | 643 | 47.3 | 57.3 | 438 | 585 | 408 | 51.5 | 43.8 | 64.8 | 40.8 | 58.6 | 25.0 | 32.0
16.0 8.2 7.4 | 473 | 611 | 443 | 542 | 39.1 | 53.7 | 36.1 | 46.8 | 39.7 | 60.7 | 36.7 | 545 | 250 | 32.0
20.0 9.3 83 | 458 | 593 | 428 | 526 | 36.5 | 51.0 | 335 | 446 | 37.7 | 58.8 | 347 | 526 | 250 | 32.0
31.25 | 11.7 | 105 | 429 | 56.7 | 39.9 | 496 | 31.2 | 46.2 | 28.2 | 39.1 | 33.9 | 54.9 | 30.9 | 48.7 | 23.6 | 30.0
62.5 17.0 | 15.1 | 384 | 521 | 354 | 452 | 214 | 37.0 | 18.4 | 30.1 | 27.8 | 48.9 | 24.8 | 42.7 | 21.5 | 30.0
100.0 | 22.0 | 193 | 353 | 49.2 | 323 | 421 | 133 | 299 | 103 | 22.8 | 238 | 448 | 208 | 386 | 20.1 | 30.0
ORDERING INFORMATION:
Part NO. 205346x22
Description: Category 5e SF/UTP installation cable, PE, black
X, length 1: 305m/reel 2: 500m/reel
Premium-Line Systems GmbH, Rosenheimer Str.89, D-83064 Raubling, Germany -
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